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— . SEE NOTE 3
4" x 8" POST = 12" DIA
6" x 8” PQST = 3“ DIA <
SEE NOTES 4, 6 v
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SEE NOTE 5
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WEAKENED POST DETAIL
SEE NOTE 8
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34" DIA x 5” FOR 4" x 4" POST
34" DIA x 7” FOR 4" x 6" POST
34" DIA x 9” FOR 6” x 8" POST
ZINC PLATED MACHINE

BOLT W/34” DIA WASHER
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SIDE VIEW

.
TIMBER SIGN POSTS (Nominal)
HORIZONTAL SIGN DIMENSION ( inches )

—_ 12 24 36 48 60 12 84 96 108 120 132 144
] 12 1T — 4x4 |1 — 4x4 |1 — 4x4 |1 — 4x4 |2 — 4%x4 |2 — 4x4 |2 — 4x4 |2 — 4x4 |2 — 4x4 |2 — 4x4 |2 — 4%x4 |2 - 4x4
}g 4 4 4 4 4 4 4 4 4 4 4 4
o 18 1 — 4x4 |1 — 4x4 |1 — 4x4 |1- 4x6 2 — 4x4 |2 — 4x4 |2 - 4%x4 |2 - 4%x6 |2 — 4%x6 |2 — 4x6 |2 — 4x6 |2 — 4x6
c 4 4 4 4 4 4 4 4 4 4 4 4

24 1T — 4x4 |1 — 4%x4 |1- 4X%6 1- 4x6 2 — 4x4 |2 — 4x6 |2 — 4%x6 |2 — 4x6 |2 — 4%x6 |2 — 4%x6 |2 — 4x6 |2 - 4x6
~ 4 4 4 4 4 4 4 4 4 4 4 4
g% 30 1 — 4x4 |1 — 4x4 |1- 4x6 1- 4x6 2 — 4x6 |2 — 4x6 |2 — 4%x6 |2 — 4x6 |2 — 4%x6 |2 — 4%x6 |3 — 4x6 |3 - 4x6
o 4 4 4 4 4 4 4 4 4 4 4 4
2 36 1 — 4x4 |1- 4x6 1- 4x6 1- 4x6 2 — 4x6 |2 — 4x6 |2 — 4%x6 |2 — 4x6 |3 — 4x6 |3 — 4%x6 |3 — 4x6 |3 - 4x6
w 4 4 4 4 4 4 4 4 4 4 4 4
z 42 1 — 4%4 |1- 4x6 1- 4x6 1- 4x6 2 — 4x6 |2 — 4x6 |2 — 4x6 |3 — 4x6 |3 - 4%x6 |3 - 4x6 |2 — 6%x8B |2 - 6X%8
) 4 4 4 4 4 4 4 4 4 5 5
= 48 1 — 4x4 |1- 4x6 1- 4x6 2 — 4x6 |2 - 4x6 |2 - 4x6 3 — 4x6 |3 - 4x6 |2 — 6X8 |2 — 6X8B |2 — 6X%8
o 4 4 4 4 4 4 4 4 4 5 5
;; 54 1 — 4x4 |1- 4x6 1— 6x8 2 — 4x6 |2 - 4x6 |1— 6x8 2 — 6x8 |2 — 6X8 |2 — 6%X8 |2 — 6X8 |2 — 6X%X8

4 4 5 4 4 5 5 5 5 5 5
:f 60 1- 4x6 |1- 4x6 |1- 6x8 |2 — 4x6 |1- 6x8 1- 6x8 2 — 6x8 |2 — 6x8 |2 - 6x8 |2 — 6%xB |2 — 6x8
(&) 4 4 5 4 5 5 5 5 5 5 5
—
- 66 1- 4x6 1- 4x6 1- 6x8 2 — 4x6 |1- 6x8 2 — 6X8 |2 — 6%X8 |2 — 6X8 |2 — ©6X%8
[ 4 4 5 4 5 5 5 5 5
w
> T2 1- 4x6 1- 6x%8 1— 6x8 1- 6x%8 1- 6x8 2 — 6x8 |2 — 6x8 |2 — 6X%8
4 5 5 5 5 5 5 5
LEGEND 2 - 4x6 — NUMBER & SIZE ( inch x inch ) OF POSTS
5 — EMBEDMENT DEPTH IN FEET
NOTES:
¢ posT ¢ posT ¢ posT

MULTIPLE POST SIGN

1.

USE PERMITTED IN WORK ZONES.
a. INSTALL AFTER NOTICE TO PROCEED IS GIVEN.
b. REMOVE WHEN DIRECTED BY ENGINEER.

USE PERMITTED BY MAINTENANCE IN EMERGENCY SITUATIONS.
a. USE FOR A MAXIMUM OF 90 DAYS.

NARROW POST DIMENSION TO FACE TRAFFIC.

USE ONE 4“x 6" POST FOR MULTIPLE SIGN INSTALLATIGON ON
SINGLE POST, EXCLUDING ROUTE MARKERS.

MINIMUM DEPTH OF EMBEDMENT: 4’ UNLESS 5’ IS SHOWN.

FIELD DRILL TWO HOLES IN THE CENTER OF THE POST.
DRILL PERPENDICULAR TO THE CENTER LINE OF THE ROAD.

MINIMUM SPACING BETWEEN POST: POST SIZE SPACING

FOR 3 OR MORE POSTS 4" x 4" =4
FOR 3 OR MORE POSTS 4" x 6" =4’
FOR 2 OR MORE POSTS 6" x 8" =7

REFER TO STD DWG SN 7 SERIES FOR PLACEMENT OF GROUND
MOUNTED SIGNS.

MEET STD SPEC SECTION 06055 TIMBER AND TIMBER TREATMENT.
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